In the present study, spherical composite powder was successfully prepared via spray drying process using polymethyl methacrylate (PMMA) and hexagonal boron nitride (h-BN) powders. The pristine and as-prepared composite powders were examined using scanning electron microscopy, a particle size analyzer, oil absorption, and specific surface area analyses. These powders were then mixed with linseed oil to prepare samples for UV-Visible-Near Infrared spectroscopy investigation to determine their light absorption ability. Blank and powder-added blemish balm creams were examined using a sun protection factor tester and a thermal conductivity tester. In addition, transmittances of these creams were also evaluated. The experimental results show that spray-dried spherical composite powder exhibited good oil absorption ability. The blemish balm cream with 10 wt.% spray-dried composite powder not only exhibited superior sunscreen protection ability, but also good thermal conductivity.
Introduction
Solar radiation emitting from the sun covers a wide range of electromagnetic wave spectra, including those in the ultraviolet (200-400 nm), visible (400-760 nm), and infrared (760-4000 nm) regions [1] . Infrared and ultraviolet radiation are detrimental to human skin in different ways. Radiation types within the near-infrared range (abbreviated as NIR or IRA, 760-1440 nm) that possess longer wavelengths can penetrate deeper into skin, allowing it to reach the subcutis, and induce photoaging of the skin [2, 3] . Ultraviolet radiation can be divided into UVC (200-290 nm), UVB (290-320 nm), and UVA (320-400 nm). Although UVC has the highest energy, most UVC light is blocked by the ozone layer [4] . UVB and UVA light, however, can penetrate human skin and cause damage. UVB is mainly absorbed in the epidermis, which can induce redness and damage DNA [5] . UVA possessing relatively longer wavelengths can reach the epidermis and dermis, which can cause slight sunburn, as well as degenerate collagen and elastin within the dermis layer. A consequence of this is a decrease in skin elasticity that results in skin wrinkles.
Experimental
Commercially available PMMA (GW-T series, GuideWin Special Chemical Co. Ltd., Taoyaun, Taiwan) and BN powder (CNA04, National Nitride Technologies Co., Ltd., Taichung, Taiwan) were used as the starting materials for the spray drying process. After testing various weight ratios and processing parameters, PMMA and h-BN (weight ratio of PMMA to h-BN = 1:3) powder were separately added into deionized (DI) water (weight ratio of powder to DI water ratio = 1:4) to prepare powder-containing solutions. These solutions were then mixed together, magnetically stirred, and ball milled to obtain a homogenous PMMA and h-BN dispersed solution for the spray drying process. A CNK SDDNO-3 spray drying system (IDTA Machinery Co., Ltd., Taipei, Taiwan) was used to spray the PMMA/h-BN composite powder with the following process parameters: in air = 200-220 • C, out air = 80-120 • C, disc rotation speed = 30,000 rpm, and a feed rate of~1.5 kg/h. The spray dried composite powder was examined using a field emission scanning electron microscope (JSM-6500F, JEOL Co., Ltd., Tokyo, Japan) to determine its powder morphology and cross section. The particle size distribution was obtained using a dynamic light scattering particle size analyzer (SALD-201V, Materials 2019, 12, 706 3 of 10 SHIMADZU Co., Ltd., Kyoto, Japan). The specific surface areas of powder were examined using a surface area analyzer (ASAP2010, Micromeritics Instrument Corp., Norcross, GA, USA) with nitrogen gas adsorption using the BET method, while the oil absorption ability of the powder was investigated according to JIS-K5101/ISO787-5 standard [32, 33] . The powder-added oil samples were prepared by mixing h-BN, PMMA, and h-BN/PMMA composite powder (coded as DP25B75) with linseed oil and placing the mixtures into a quartz plate with a size of 10 × 10 × 1 mm 3 for light absorption evaluation ranging from 220-1440 nm (i.e., UVC-NIR range) using a UV-VIS spectrophotometer (UV-3600 UV-VIS-NIR Spectrophotometer, SHIMADZU Co., Ltd., Kyoto, Japan).
Usually limited amounts (say less than 10 wt.%) of individual inorganic physical sunscreen agents are added to make sun protection creams. In order to investigate their cosmetic properties in practical use, 3 and 10 wt.% pristine h-BN and PMMA/h-BN composite powders were added to Blemish Balm cream (i.e., BB cream, obtained from Kalin Enterprise Co., Ltd., Taipei, Taiwan), separately. Table 1 summarizes the information of ingredients for the blank and powder-added BB creams. Firstly, the oil-phase ingredients were placed in a stainless steel beaker and mixed by a mixer for 5 min. Subsequently inorganic additives were added into the beaker and mixed further for 20 min. Finally, water-phase ingredients were slowly poured into the beaker and mixed for another 5 min to obtain the powder-added BB creams. Sun protection factor (SPF), light transmittance within the UVC-NIR region, and thermal conductivity of powder-containing BB cream were examined. The SPF value within a wavelength length range of 290 to 400 nm was measured using a sun protection factor tester (SPF-290S, Optometrics Co., Ltd., Littleton, MA, USA), for which the samples were coated on a 3M transparent film with an area of 2 mg/cm 2 . The SPF values were obtained from six different locations on the film to determine the SPF value of each sample [34] . Transmittance within the UVC-NIR region was determined using a UV-3600 UV-VIS-NIR Spectrophotometer. In addition, the thermal conductivity was measured according to the ASTM D-5470-01 standard [35] using a guarded heater with a reference calorimeter [35, 36] . 
Results and Discussion
Powder morphology may affect the preparation of cosmetics. Figure 1 shows the SEM images of the starting PMMA and h-BN powder. PMMA is spherical with an average size of~4 µm, as shown in Figure 1a , whereas boron nitride powder, shown in Figure 1b , is plate-like with an average size of 2 µm. Figure 2 shows the spray dried DP25B75 composite powder. It can be noted from Figure 2a that sphere-like particles formed after the spray drying process. Figure 2b shows the cross-sectional view of DP25B75 powder, in which the plate-like h-BN powder was homogeneously distributed within a melted or semi-melted PMMA matrix. Figure 3 shows the particle size distribution of DP25B75 composite powder, for which a negatively skewed distribution or a multi-model distribution can be noted. The largest peak in Figure 3 (i.e., the mode) is 41.5 µm and the median size of DP25B75 powder is 30.5 µm, i.e., indicating that 50% of the particles are smaller than 30.5 µm and the other 50% are larger than 30.5 µm. The median size of DP25B75 is smaller than that of the TiO 2 /mica-BN powder (~60 µm) prepared through a similar process [26] . the other 50% are larger than 30.5 μm. The median size of DP25B75 is smaller than that of the TiO2/mica-BN powder (~60 μm) prepared through a similar process [26] . the other 50% are larger than 30.5 μm. The median size of DP25B75 is smaller than that of the TiO2/mica-BN powder (~60 μm) prepared through a similar process [26] . For practical cosmetic application, the oil absorption property is important and Figure 4a shows the oil absorptions of pristine PMMA, h-BN, and DP25B75 composite powders. Spherical PMMA with an average particle size of 4 μm exhibited an oil absorption of 98 g/100 g. Plate-like h-BN with a smaller particle size (2 μm) exhibited a better oil absorption property of 169 g/100 g , whereas DP25B75 exhibited a superior oil absorption ability of 259 g/100 g. It should be noted that spray-dried For practical cosmetic application, the oil absorption property is important and Figure 4a shows the oil absorptions of pristine PMMA, h-BN, and DP25B75 composite powders. Spherical PMMA with an average particle size of 4 µm exhibited an oil absorption of 98 g/100 g. Plate-like h-BN with a smaller particle size (2 µm) exhibited a better oil absorption property of 169 g/100 g, whereas DP25B75 exhibited a superior oil absorption ability of 259 g/100 g. It should be noted that spray-dried DP25B75 composite powder has a median size of 30.5 µm, which is significantly larger than that of pristine PMMA and h-BN powder. In order to clarify the oil absorption performance of these powders, their specific surface areas were shown in Figure 4b . The specific surface area of spherical PMMA and plate-like BN is 1.35 and 11.08 m 2 /g, respectively. DP25B75, however, exhibited a surface area of 9.09 m 2 /g, which is between that of PMMA and h-BN. As shown in Figure 2b , the cross-section of DP25B75 revealed that the spray-dried powder possessed numerous pores. Though the specific surface area (measured by N 2 gas absorption) is smaller than that of h-BN powder, the oil absorption of DP25B75 is apparently larger than that of BN powder. This can be attributed to the numerous pores formed within the composite powder during the spray drying process. DP25B75 composite powder has a median size of 30.5 μm, which is significantly larger than that of pristine PMMA and h-BN powder. In order to clarify the oil absorption performance of these powders, their specific surface areas were shown in Figure 4b . The specific surface area of spherical PMMA and plate-like BN is 1.35 and 11.08 m 2 /g, respectively. DP25B75, however, exhibited a surface area of 9.09 m 2 /g, which is between that of PMMA and h-BN. As shown in Figure 2b , the cross-section of DP25B75 revealed that the spray-dried powder possessed numerous pores. Though the specific surface area (measured by N2 gas absorption) is smaller than that of h-BN powder, the oil absorption of DP25B75 is apparently larger than that of BN powder. This can be attributed to the numerous pores formed within the composite powder during the spray drying process. Figure 5a shows the light absorption properties of powder-added oil samples prepared by adding PMMA, h-BN, and DP25B75 powder into linseed oil. It can be noted that, within the UVA-NIR range (320-1440 nm), the powder-added oil sample with PMMA exhibited a significantly smaller light absorption ability compared to those prepared by adding h-BN or DP25B75. The light absorption abilities of these materials, however, were very close at relatively short wavelength regions within 220-320 nm (i.e., UVC-UVB ranges). Figure 5b shows the details of the light absorption within the UVC-UVA regions. Each of them exhibited an absorption peak at the UVC region (100-280 nm). The absorption peaks are 247, 249, and 256 nm for h-BN, DP25B75, and PMMA, respectively. It is interesting to note that the absorption peak of DP25B75 (i.e., 249 nm) equals the weighing of those of h-BN and PMMA. Even at higher wavelengths up to 400 nm, the spray-dried DP25B75 composite powder exhibited a better light absorption performance than the starting materials. Figure 5a shows the light absorption properties of powder-added oil samples prepared by adding PMMA, h-BN, and DP25B75 powder into linseed oil. It can be noted that, within the UVA-NIR range (320-1440 nm), the powder-added oil sample with PMMA exhibited a significantly smaller light absorption ability compared to those prepared by adding h-BN or DP25B75. The light absorption abilities of these materials, however, were very close at relatively short wavelength regions within 220-320 nm (i.e., UVC-UVB ranges). Figure 5b shows the details of the light absorption within the UVC-UVA regions. Each of them exhibited an absorption peak at the UVC region (100-280 nm). The absorption peaks are 247, 249, and 256 nm for h-BN, DP25B75, and PMMA, respectively. It is interesting to note that the absorption peak of DP25B75 (i.e., 249 nm) equals the weighing of those of h-BN and PMMA. Even at higher wavelengths up to 400 nm, the spray-dried DP25B75 composite powder exhibited a better light absorption performance than the starting materials. Figure 5a shows the light absorption properties of powder-added oil samples prepared by adding PMMA, h-BN, and DP25B75 powder into linseed oil. It can be noted that, within the UVA-NIR range (320-1440 nm), the powder-added oil sample with PMMA exhibited a significantly smaller light absorption ability compared to those prepared by adding h-BN or DP25B75. The light absorption abilities of these materials, however, were very close at relatively short wavelength regions within 220-320 nm (i.e., UVC-UVB ranges). Figure 5b shows the details of the light absorption within the UVC-UVA regions. Each of them exhibited an absorption peak at the UVC region (100-280 nm). The absorption peaks are 247, 249, and 256 nm for h-BN, DP25B75, and PMMA, respectively. It is interesting to note that the absorption peak of DP25B75 (i.e., 249 nm) equals the weighing of those of h-BN and PMMA. Even at higher wavelengths up to 400 nm, the spray-dried DP25B75 composite powder exhibited a better light absorption performance than the starting materials. To simulate practical cosmetic applications, 3 and 10 wt.% h-BN or DP25B75 powder was added to Blemish Balm cream (i.e., BB cream). The sun protection factor, transmittance within UVC-NIR regions, and thermal conductivity of pristine and powder-added BB creams were investigated. Figure   Figure 5 . (a) UVC-near infrared (220-1440 nm) and (b) UVC-UVA (220-400 nm) spectra for powder-added oil samples prepared by adding PMMA, h-BN, and DP25B75 powder.
To simulate practical cosmetic applications, 3 and 10 wt.% h-BN or DP25B75 powder was added to Blemish Balm cream (i.e., BB cream). The sun protection factor, transmittance within UVC-NIR regions, and thermal conductivity of pristine and powder-added BB creams were investigated. Figure 6 shows the sun protection factors of pristine and powder-added BB creams. Blank BB cream exhibits a SPF of 1.76 that apparently increases after powder additions. The SPF is 1.99 and 2.22 with 3 and 10 wt.% h-BN addition, respectively. This is further improved when using DP25B75 composite powder. With 3 wt.% DP25B75 addition, the SPF is 2.25, which is higher than that of 10 wt.% h-BN. With 10 wt.% DP25B75, the SPF is 3.06, which is~74% higher than that of pristine BB cream and~38% higher than its h-BN counterpart. The SPF increases with increasing amounts of DP25B75 powder additions. Desired SPF may be achieved by adding more amount of DP25B75 powder or chemical organic agents. The larger the SPF is, the better the light absorption in the ultraviolet light region [37] . This indicates that BB cream with spray-dried DP25B75 composite powder exhibited superior sunscreen protection compared to its pristine h-BN counterpart. 6 shows the sun protection factors of pristine and powder-added BB creams. Blank BB cream exhibits a SPF of 1.76 that apparently increases after powder additions. The SPF is 1.99 and 2.22 with 3 and 10 wt.% h-BN addition, respectively. This is further improved when using DP25B75 composite powder. With 3 wt.% DP25B75 addition, the SPF is 2.25, which is higher than that of 10 wt.% h-BN. With 10 wt.% DP25B75, the SPF is 3.06, which is ~74% higher than that of pristine BB cream and ~38% higher than its h-BN counterpart. The SPF increases with increasing amounts of DP25B75 powder additions. Desired SPF may be achieved by adding more amount of DP25B75 powder or chemical organic agents. The larger the SPF is, the better the light absorption in the ultraviolet light region [37] . This indicates that BB cream with spray-dried DP25B75 composite powder exhibited superior sunscreen protection compared to its pristine h-BN counterpart. Figure 7a shows the transmittance spectra of light within the UVC-NIR regions. As a general trend, transmittance of light increases with increasing wavelength for all the BB creams with or without powder additions. It can also be noted that the transmittance of BB cream decreases after powder addition. Small amounts of spherical DP25B75 powder (3 wt.%) decreases light transmittance but the effect is poorer than of its plate-like h-BN counterpart. The differences between adding 3 or 10 wt.% h-BN is not significant. The best light occlusion can be observed with 10 wt.% DP25B75 composite powder. The transmittance spectra for these BB creams is shown in Figure 7b and shows powder additions. It can also be noted that the transmittance of BB cream decreases after powder addition. Small amounts of spherical DP25B75 powder (3 wt.%) decreases light transmittance but the effect is poorer than of its plate-like h-BN counterpart. The differences between adding 3 or 10 wt.% h-BN is not significant. The best light occlusion can be observed with 10 wt.% DP25B75 composite powder. The transmittance spectra for these BB creams is shown in Figure 7b and shows a trend similar to the one discussed above. This suggests that a suitable amount of spherical composite powder, such as 10 wt.%, can exhibit a superior light occlusion performance. Figure 6 . Sun protection factor (SPF) of BB creams with or without h-BN and DP25B75 powder. Figure 7a shows the transmittance spectra of light within the UVC-NIR regions. As a general trend, transmittance of light increases with increasing wavelength for all the BB creams with or without powder additions. It can also be noted that the transmittance of BB cream decreases after powder addition. Small amounts of spherical DP25B75 powder (3 wt.%) decreases light transmittance but the effect is poorer than of its plate-like h-BN counterpart. The differences between adding 3 or 10 wt.% h-BN is not significant. The best light occlusion can be observed with 10 wt.% DP25B75 composite powder. The transmittance spectra for these BB creams is shown in Figure 7b and shows a trend similar to the one discussed above. This suggests that a suitable amount of spherical composite powder, such as 10 wt.%, can exhibit a superior light occlusion performance. Thermal conductivity indicates the cooling effect on the skin after usage [38] and Figure 8 shows the thermal conductivity of blank and powder-added BB creams. The thermal conductivity is 0.42 W·m Thermal conductivity indicates the cooling effect on the skin after usage [38] and Figure 8 shows the thermal conductivity of blank and powder-added BB creams. The thermal conductivity is 0.42 W·m 
Conclusions
Using PMMA and h-BN as starting materials, DP25B75 composite powder was successfully prepared via spray drying process. Spray-dried DP25B75 was spherical and exhibited a median size of 30.5 μm, forming structures in which h-BN powder was embedded within a melted or semi-melted PMMA matrix. The oil absorption ability of DP25B75 was 259 g/100 g, which is significantly higher than that of PMMA (98 g/100 g) or h-BN (169 g/100 g) and can be attributed to the numerous pores within the spray-dried composite powder. The light absorption abilities of powder-added oil samples were very close, falling within UVC-UVB ranges (i.e., 220-320 nm) and exhibiting absorption peaks at 247, 249, and 256 nm for h-BN, DP25B75, and PMMA, respectively. PMMA-added oil samples generally exhibited a light absorption ability less than that of h-BN or DP25B75. For practical BB 
Using PMMA and h-BN as starting materials, DP25B75 composite powder was successfully prepared via spray drying process. Spray-dried DP25B75 was spherical and exhibited a median size of 30.5 µm, forming structures in which h-BN powder was embedded within a melted or semi-melted PMMA matrix. The oil absorption ability of DP25B75 was 259 g/100 g, which is significantly higher than that of PMMA (98 g/100 g) or h-BN (169 g/100 g) and can be attributed to the numerous pores within the spray-dried composite powder. The light absorption abilities of powder-added oil samples were very close, falling within UVC-UVB ranges (i.e., 220-320 nm) and exhibiting absorption peaks at 247, 249, and 256 nm for h-BN, DP25B75, and PMMA, respectively. PMMA-added oil samples generally exhibited a light absorption ability less than that of h-BN or DP25B75. For practical BB cream application, both the sun protection factor and thermal conductivity were improved with powder additions. For Blemish Balm cream with 10 wt.% DP25B75 composite powder, the SPF reached 3.06, which corresponds to a 74% and 38% improvement compared to that of pristine BB cream and the h-BN counterpart respectively. The thermal conductivity was 0.49 W·m −1 ·K −1 , which was better than that of the blank BB cream (0.42 W·m −1 ·K −1 ) and the h-BN cream (0.45 W·m −1 ·K −1 ). Additionally, 10 wt.% DP25B75-added BB cream exhibited the best light occlusion performance within the UVC-NIR regions. 
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